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Car Water-Proof &Night Vision Camera

Product Manual

| .Nomenclature

XL- B** CM

|

XL

T AT W Y AT T TR A w8 2 103

P R

K(: Mirror image
PiPAL
N:NTSC

O:Mermal Cameras

A:92
B:120°

C:140°

D:170

A. nut. B. butterfly, C.

I:Cameras with IR leds

CM: CMOS Cameras
CC: CCD Cameras

Installlation dimension (23mm. 24mm. 28mm...)

self-locking. I3. 45" screw. E. Fangxing.



II.Special Features

SENSOR

Effective Pixel

cMOS 1 R
648X488

cMOosS 11
- 720X540

720X540

e e S @ i
Horizontal Sync Frequency | 1

25KHZ

Vertical Sync Frequency

PAL 50HZ / NTSC 60 HZ

PAL50HZ/NTSC 60 HZ

PAL50HZ /NTSC 60 HZ

:Scanmng System

2 1 Interlace

Sync System

Internal

BLC

nes

S/N Ratio

More Than 48dB

More Than 48dB

More Than 48dB

No more 150mA

VNomore3 A

Power supply

DC12V+10%

DC12V£10%

DC12V+10/o

Operating Temperatu re

-20°C~70°C RH95% MAX |

-30"C~75"C RH95% MAX

-201C »60°C RH95% MAX ‘

Storage Temperature

-30°C~85°C RH95% MAX

-40°C~95°C RH95% MAX

-30°C «»60C RH95% MAX

Hori Horizontal Angle

92°./110]

h

Lens Angle

92° /120°

120°

Water-proof

IP671P68

Minimum lllumination

0.5Lux/F 1.2(0OLux with Led)

0.2Lux/F 1.2(0Lux with Led)

0.2Lux/F 1.2(0Lux with Led)




