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USER MANUAL

WARNING:
1) Only qualified service personnel are allowed to do repair work.
2) To reduce the risk of fire and electric shock, do not expose this unit to rain or moisture.

3) IMPORTANT SAFEGUARDS:
a) Instructions should be read carefully before the product is operated.

b) Don’t touch electric plug with wet hands.

c) When unplugging the power cord from the outlet, pull by the plug head.  Do not pull the cord to unplug.

d) Press the power key to turn the power off when you are no longer using the product.  (Unplug the cable when you won’t be using it for a long time)

e) Don’t open the cover nor touch the components inside the product.

f) Don’t install nor operate this product in the sunshine or nearby heat sources to protect it from overheating.

g) This product should be placed on a flat surface with good ventilation to avoid overheating.

h) Use a dry cloth for cleaning.  Do not use liquid cleansers nor aerosol cleaners.

4) Accessory list:
HDMI cable

USB2.0 cable

Remote control

Power supply
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Part 1: Specifications & Features
1) Specifications

	CPU
	Sigma Design SMP8635

	DDR
	HYNIX 64-bit 512Mb 

	Flash
	SPANSION16-bit 256Mb

	HDMI1.3
	Silicon image SIL9134

	SATA TO IDE
	Jmicron JM20330

	SATA TO USB
	CY7C68300C

	Video decode formats
	H.264，VC1，MKV，MPEG1/2/4, DivX4./5, MP@HL, WMV9, MP@L4.0, HP@L4.0, HP@L4.1,AP@L3,ISO,IFO

	Audio decode formats
	Flac, MPEG Audio layer 1&2, mp3, OGG, AC3, AAC，WMA， WMA RPO， DD5.1， DTS original data output。

	Photo Format
	JPEG, Bitmap, animated GIF and PNG

	File System Format
	NTFS, FAT32 ,EXT3

	Subtitle Format
	MicroDVD[.sub], SubRip [.srt], Sub Station Alpha [.ssa], Sami [.smi]

	I/O Ports
	A: 1 USB2.0 Host (supporting playing the media files in external CD ROM/DVD ROM/Portable HDD/USB storage/USB WIFI

B: 1 USB2.0 Slave to connect PC storage for exchanging data with built-in HDD.                                             

C: one 10/100Mbps auto Ethernet port:  it can play internet video files. 

	A/V port
	HDMI1.3 (digital video and audio signals)

YPbPr

Composite Video output 

5.1 digital audio output port ( Optical SPDIF)

Stereo double audio output (Audio R/L)

Built in DTS decoding interface

	Memory Device
	Built-in HDD: SATA 3.5"HDD

	Human interface
	Remote Control(standard configuration)

	LCD stand
	Big LCD display to show relation info

	Cooling fan
	For heat disappear

	Language supported
	English, German, Russian

	Power Supply
	Adapter AC 100V-240V  DC 12V/3A


2) Features

	servers
	Bit Torrent download, FTP server, NAS server and so on

	Protocols

	DLNA v1.0 compliance on CTT test tools v1.0

UPnP AV NMPR v2.1

	File Upload 

	Samba version 3.0.21 (home-use)

FTP for Digital Signage (commercial)

	Download services 
	Bit Torrent btpd v0.12

	NAS Management system 
	HDD format

HDD partition create, copy, delete

File transfer

	Proprietary server ：   


	myiHome Lite (detection by Networked Media Tank slim client with UPnP 1.0)

	others
	any other DLNA compliant devices,

recovery function after update failed

UI change

file delete/copy/paste 


Part 2: How to connect NMT’s components
1) Power (12V/3A DC)
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Note: Use the offered 12V/3A power adapter. Contact the 

Local dealer when you have to replace change the power adapter.
2) USB 2.0 device interface

1*USB2.0 device interface to connect main equipment USB2.0(PC,NAS and so on).When it is connected to PC,NMT works as assistant equipment,the HDD  works as mobile hdd.

3) USB 2.0 host interface

1* USB2.0 host interface（USB main interface）easily to hang the assistant equipments to play the multi-media files.
The main purposes of the USB2.0 host are:

◆ Externally connect DVD by USB, directly play the files on the DVD(ISO and VOB).

◆ Connect mobile HDD externally to play the files like the built in HDD.

◆ Connect Flash U disk. 

◆ Connect digital camera, digital DV and other digital products and play the files from them, then [image: image4.jpg]


 appears on the screen.

4) 10/100M network interface（RJ45）

10M/100M automatically compliant network interface to play files with big streamer.

Note: The player won’t go smoothly if the streamer of your files is too big although it is under the 100M.

5) A/V interface

a) Video interface

Support true high definition (1920x X) to realize “one to one” video output (need film source).

According different display equipment (TV/projector/display), choose the output and distinguish rate as well as connection line for your machine.

	Video port
	Best distinguish rate
	Instrument

	Composite
	480i
	Analog signals

	Component (YPbPr)
	1080i
	Abalog signals

	HDMI
	High definition player
	Pure digital signals with internal sound


High definition connection: HDMI / DVI / Component
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Standard definition connection: Composite AV
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b) Audio connection
	Audio line
	The most tracks
	Instrument

	L/R Audio
	2
	Analog audio line-L/R track

	Optital SPIF
	5.1
	Optical digital signal,need to connect decoding equipment like digital decoding machine


Digital audio: Optical / HDMI with inner digital audio frequency 

If you want to use the out-equipment to decoding the digital audio frequency, you will need digital output models and connect the machine to the compatible display or AV amplifier.

Three ways of digital audio output work the same effect, choose the one fit to you. 
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Analog audio: Composite
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Part 3: Remote Control Definitions
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  Power on/off

	
	File Mode: Managing files (select a file, and then press this button)

	
	BT: invalid button
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 TV MODE: Quick setting of TV mode

1. NTSC      480i      60Hz 

2. PAL        576i      50Hz

3. P/Pb/Pr     720P     60Hz

4. P/Pb/Pr     1080i     50Hz

5. P/Pb/Pr     1080P    60Hz

6. HDMI       720p     60Hz

7. HDMI       1080i     59.94Hz

8. HDMI       1080P    59.94Hz

0. AUTO mode
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  System setup

1) During stand by, enter system setup mode.。
2) During playing, user can adjust picture display degree.

COLOR BRIGHTNESS  [50%]

COLOR CONTRAST    [50%]

COLOR HUE          [50%]

COLOR SATURATION   [50%]
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	enter
	play
	prev
	next
	stop
	pause
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	rev
	fwd
	prev
	slow
	Return to before menu
	Source: return to main menu
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	Info:Display information of the movie
	home : Back to its home menu
	Menu:Go to main menu
	repeat
	Time seek/paste
	subtitle :Upload and unload subtitle; edit subtitle
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audio
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zoom
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 caps/num

	Audio switch
	Switch movie size; Adjust picture size
	Page up;

Page down

Control volume
	mute
	delete
	Switch letter style
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	Unmount CD/DVD Drive
	copy
	
	
	


Part 4: How to install HDD into the unit
The NMT supports built-in SATA HDD (general HDD for PC like Liux and Windows).

The NMT supports EXT3,EXT2, NTFS,FAT32 subarea format,EXT2 is the best,the built-in server such as UpnP AV myiHome,FTP,samba,NFS server and BT torrent only work under the EXT3,EXT2.

Pull the drawer for HDD, then place the HDD into the box(keep the side with label above),finally push the drawer.
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Part 4: Software installation and basic operations 
1) Format the HDD and install the NMT software

Note: Fresh setup will format the HDD, so pls remove and save the contents.

a) Copy the file[image: image40.jpg]SybBE3. mnt
T
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syb8634.NMT into USB drive.

b) Plug the USB drive into the USB HOST of the unit. 

c) Connect the unit to the TV. 

d) Choose the NMT setup Wizard. You’ll find the installation guide.
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e) Select HDD format
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f) Warning
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g) Select file source
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h) Select USB and confirm, then installation will be executed.

 Note: don’t switch off the power. After finished, the unit will reboot by itself.
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2) How to find the partition (EXT format) in WINDOWS OS？

a) Run the file [image: image46.png]e e
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, select “Next” and finally finish the installation according to the steps.
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b) After installation, enter start----set up---control panel, click “IFS DRIVES”, enter below interface to set up partitions of ext format.
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c) After partition setting, close this window. Click “my computer”; you can see the new partition of EXT format. This time, you can copy file freely.

Notice:

Linux Swap is the system partition of the server, it mustn’t been deleted and format. 

The other two partitions needn’t be revise partition format, otherwise, system will remind user to re-setup NMT software under play mode.
3) Myihome software installation.

a) Click file button, and enter MYIHONE menu.
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b) Select Edit, and set up background according to your own idea.

If you want to check it, please connect it to an HDTV.
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c) Select browse to seek multimedia files from your PC, and append these files into myihome, Click “ok” to save.
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d) System information default is 8000, no need to revise anywhere.
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e) Return to the main menu, you’ll see all the files have been saved into this software already. You can set up playlist or photo play interval and so on.
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f) After finished setting, tick this selection [image: image54.jpg]¥|Streaming server running in background.



 before exiting. Then the icon[image: image55.jpg]


 will appear on the monitor at the right bottom position.
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After finished with installation, this PC will be found in the media source.
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4) Network share

a) Select NMT applications, start Samba server.
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b) Find the unit from workgroup. 

Select ‘Network Share”，default User Name is nmt, Password is 1234.
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When accessing this shared device, computers among the WAN or from the LAN should input same user name: nmt, and Password: 1234.
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c) Return to the main menu, you will see this icon. 
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5) MSP service and BT download.

MSP interface:
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Other BT download method: copy BT seeds into USB drive. Insert this USB drive into USB host of unit, select seeds from[image: image68.jpg]giii



. After confirming, the above picture will appear.

6) Check schedule of BT download

User needn’t turn on TV to check BT download schedule,just use their own computer to check.

  
[image: image69.emf]
Open BT software,input unit IP address into browser

http://(IP address):8883/torrent/bt.cgi

     Notice: user can get unit IP address from “network setup”  

7) Audio setup
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8) Video set up.
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Picture display interval setting: 
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9) Network set up
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10) Server set up.
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11) CD/DVD driver set up.

Premise is connecting with USB DVD device.
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12) How to install USB WIFI dongle.

a) Prepare wireless router, keep configer is well.

b) USB WIFI dongle should be TP LINK brand, model number is TL-WN821N

c) There are only two selections in before USB WIFI insert: wired manual IP, wired auto IP.

d) There will appear 4 items for selection after usb wifi dongle insert into usb host: wired manual IP, wired auto IP, wireless manual IP, wireless auto IP.

You can check below IP address column, there is no IP address display.

i） Select “wireless auto IP”, save it.
ii） Next step,select “scan”, you will get wireless router name.

iii） Clieck “select”, IP address will appear.
iv） Save, then it’s ok
Part 5: Firmware and NMT update guide
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 are for firmware update;
[image: image91.emf] is for NMT update.

Firmware should be install first, then NMT, pls note it!

1) Firmware update

Copy these three files into the USB drive, insert USB drive into USB host of unit. Enter [image: image92.jpg]giii



, select [image: image93.jpg]linda htn
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, and then you can see below picture, select the newest firmware code(yellow words) and enter for upgrade. (update online will be realized in the future)


[image: image94.emf]
During upgrading, don’t power off or plug out usb drive.After update, unit will reboot automatically.
2) After firmware update, please update NMT. Premise is 
[image: image95.emf] inside usb drive already.
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Select USB.
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Checking NMT version:
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Part 6: How to recover from firmware update failure with fail-safe kernel?

1. Please find original firmware;

2. Unzip both *.bin onto the root of a USB thumbdrive and plug into NMT.

3. Connect Component or Composite output

4. Power up the unit.

5. Component or Composite video will display following colours depending on its recovery status:
RED - Required binaries on USB thumbdrive detected, starts recovery
WHITE DOTs - reprogramming
YELLOW - Recovery failed
WHITE - Recovery success

6. After successful recovery, power cycle will bring it up again to 01-17-080612-15-POP-402-000 firmware.

Part 7: How to change background by yourself?
Attention: this funciton will execute based on NMT software.

1) Unzip theme_.zip into USB thumbdrive and plug into NMT. 

2) Select file icon ,select [image: image101.jpg],,,,,,,,



,after pressing“[image: image102.jpg]


ANGLE “,file will be marked with a tick;

3) press“[image: image103.jpg]


SOURCE”to return main menu,select hdd inside,go to “photo”

4) press“[image: image104.jpg]


TIME SEEK”and copy the selected file folder into root of photo, or share the HDD by LAN, copy this file into root of “photo” from other computer..

5) Change any picture under root of _theme_ according to your own idea. 

6) Attention: new file name and size must be as same as the old one which you want to instead.

7) What’s more, because of some limitation, screen saver picture must keep under 20KB.

8) If you want to change font color,pls modify .config file of _theme_, parameter is RRGGBB

9) Reboot unit, then it’s ok. 

Part 8: Q & A
Q: Movie always clips when playing via USB DVD-ROM, why?

A: 

1) Bit rate of the source is too large for USB DVD-ROM. Please copy the files into HDD, and then try again.

2) There are some mistakes on the file due to the DVD disk being destroyed, do not to use the bad DVD disk.

3) USB2.0 chipset of DVD-ROM isn’t in accordance with the USB2.0 standard. Suggest changing the DVD-ROM.

4) Others.

Q: I can’t find the USB device.

A:

1) Verify that the USB device is properly connected.

2) USB2.0 cable has problem, please use the cable attached in the package.

3) Others.

Q: I can’t find HDD after rebooting.

A:

1) The HDD isn’t formatted. Please format your HDD first.

2) The HDD is destroyed, please change the HDD.

3) Others.

Q: Why is there no audio output?

A: 

1) Please check that all the devices are connected properly.

2) If the file is DTS format, please connect with your AVR.  The unit can’t support DTS decode at present.

Q: Why there is no signal output on the monitor?

A:

1) Check that your device is connected properly.

2) Press TV MODE button repeatedly to seek the matched mode, TV MODE should match with your HDTV. Don’t press too quickly to get the right mode.

3) After getting the right mode, please enter set up menu, adjust video output mode and save. Then you won’t have this problem again.

Q: I was playing around with the resolution and pressed on 1080p at 30hz where my tv does not recognise this signal. Thus, do you know how i can get back the old settings as I get no signal now when I connect hdmi? Is there a reset button somewhere？
A: if you can confirm your video out is HDMI,

1) press set up;

2) press tv mode, then press 7 of the RC

Q: I use the player without internal hard disk, the player is only connected on internal LAN.With this configuration is possible turn off the (not connect) the inner fan in order to eliminate the produced noise.
A: You can plug out the FAN from the board, there is a little white connector between the fan and main board,unit will work well but just temperature will raise,pls note!

Q: The product can't connect with VISTA PC, but XP system is ok

A: The network sharing (Samba) via Vista has high level of security, in most cases a username and password is required, unlike with WinXP. Therefore, the users simply just need to enter the username and password for accessing the network share.

Q: The problem is that always when I want to play my videos I can't see any video output from box. I can hear the sound, but no video. I'm using HDMI output and I tried Composit as well, but effect is the same. GUI is working fine, also pictures are working, but video don't. I upgraded firmware from 0818 to the last one 081023, but it didn't help. Also I upgraded NMT software.
A: 

1) Maybe the video stream is too large for the chipset, but audio is little, so the main chip can decode it.

2) If other files are same, you can reset to factory setting for checking. from maintaince----->select "reset to factory setting"

3) Maybe you have started some commands via telnet and that caused that brightness, contrast, stauration and hue were set to 0. 1
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