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Installation Instruction:

password input keyboard Fingerprint Module
密码输入键盘 指纹识别器

语音喇叭
Start Switch
点火开关

Klaxon Pin(-)
原车喇叭负端控制

Fingerprint identification controller mainframe
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2.Make big、small 6PIN wire according to wiring diagram well connect and band tightly with insulation tape
3.Use well connected big、small 3PIN wire and fingerprint serial interface、phonetic plug according to wiring 

1. Put out big 6PIN plug red cable's fuse firstly

4.When all the connect wire well done, then plug into fuse and put through power.
5.Under mainframe power working normally, use your finger press the mainframe backside's setting switch and 

（1）Press setup key 20 second, then your will hear "ding dong"& operation succeed, that's means module 

（2）Press setup key 10 second, then your will hear "ding dong"& operation succeed, that's means module 

SW-PB

设置键   setting key

Setup Processes
1.Put out key or let key stay on OFF gear.

2.Use Mini 5PIN USB Plug insert into password keyboard connector, according to voice prompt input password

3.Under the voice prompt setting start alarm function (Have been in security settings exworks )

4.According to customer demand, you can reference manual's parameter table setting other parameter

5.After every parameter set up successful, then exit phonic menu; input correct fingerprint start vehicle successfully

Attention items
Fingerprint starts only apply to 

automatic car. For security

you can input position, then you

Big6PIN brown wire as auxiliary 
startup wire, only with double 

can on ST1 , also can cut it.

start car can parallel connected 

to ST2. Ordinarily, can parallel 

connected with blue wire and all 

Before installation, Make sure all the vehicle function working properly

  purposes,manual gear must stay 

 can input fingerprint start your

Fingerprint identification controller mainframe

(Every 10 second reminding , details information please find in the Manuel)

diagram insert into mainframe socket correspondingly 

setup parameter.

address modify successful.

address restore successful.

 car.

connected  


