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Besides the comon firnctions, fou main charrct€ristics

have been added for the Tachograph as follows:
( 1) It has internal dul lens, which makes it able to

catch aod shmt both front arrd back images.
( 2 ) Touch-sensitive display @utton).
( 3 ) GPS module has been added to it, which cm record

the complete driving/travel track. By using the speial
attached software, driving/travel track cm be displayed

on the map by connecting Gmgle map thmugh Intemet

while you cm watch the video on the computo, which
will help you to track the driving/travel hack of the

vehicle.

(4)It is equipped with intemal Gravity Sensor (Gravity

Smsor is short for G-Sensor). Gravity Sensor can record

gravity sensing information and make judgm.ents

accmding to up md down, left and righ! md front and

back deviation ofthe vehicle, in case that the deviation

approaches a certain value, it will be considercd that

abnormality occmed to the vehicle md it will
automtically give lock protection to tlrc current video.

At the sme time of viewing/watching the video on the

computer by uing the special attached software, you

also can get the changes of gravity smsing data, which
will help you to track the gravity statu dwing the

travelling come.
In ords to bring the mimum function of the

Tachograph into full play, pleme read this hmdbmk
before using (pleme mderstand that we will not give

notice sqruately in case of my change to the design or
specification ofthe Tachograph or its rccessories).
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Product Characteristics
- Ultra-srnll size, dual lens with high defmition, it is a
perfect combination that the back lens are able to rotate

for 270 degrees and super-wide high resolution lens,

which facilitate i! with more conymimce, to shoot

videos from multi-angles in various occasions to get the

videos in high resolution.

- High defnition of 3.0 inch LCD soeen with touch

function, icon touching operation, which is emier to be

sensed md used.

- ll4 nch intemal photosensitive elemmts with low
noise md high picture quality, which can caphre ultra
-clear pictues in relatively dark occmions

- Internal lithim polymer battery which enables videos

being shot while the battery is being charged.

- Intemal micropbone / speaker

- Support Micro TF crd ofhigh capacity

- It will be tmed on md video shooting function will be

started automatically as the vehicle starts

- It hm delay starting frrnction, which can prevent it
from damage caused by tmnsimt pulse current mcmed
at the moment of vehicle starting

- GPS scaming and positioning, travelling track
restoring, everything is under conhol.
- Inft med photosensitive

- Gravity Sensor for gravity seming

- Video encryption protects user s'privacy by setting

password

Product Structure

1. Infrared lamp 2. Back lens

3. OK
4. LOCKING shortcut

5. Display screen 6. LED lamp

7. TURN ON/OFF button 8. Microphone
9. TF Crd Slot

10. Cax chaxger port

11. RESETbutton

12. Speaker hole

13. GPS port

14. Front lens

15. Trimgle nut hole
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. Begin to use the Tachograph

. Chrrge the battery
There is a way for you to charge the batteries:

1. The green charging indicator will be lightened during

the come of charging, md the indicator wilt go out

automtically after the chqging finished

The time for the entire charging is approximately four

hours.

Preparation for the memory card ( TF)
Requirements on TF card: The Trchogaph requires that

the capacity of TF card should be and be more than 4GB,

and its speed should be md be more thap CLASS6.

Since the Tachograph uss an independent special

document system, tlat "it is necessary to be fomtted to

establish special document systerf'will be prompted as

you use memory card in it for the first time. Fomtting
will delete all the data on the memory card forever

which can not be restored, including the video rmder

protection. Therefore, please copy and make backup of
and for the importmt data before fomutting the memory

cad.
Note: An AP softwme for customer ming will be

generated in TF cad after the fomtting. Since it have

GPS positioning and time serice function, the time

zone whqe it locates should be set, while the cment

time zone will be set automatically sirnply by tuming on

APinthe TF cardoncomputer. The icon ! willbe
displayed on the screen md the time seruice can not be

realired for GPS positioning if the aforesaid operation

hro not been carried out, however, it will not affect othq

functions.

Adjust th€ position ofthe lens

Its back lens can be rotated for 270 degree, so m to
cooperaie with the fixed position of the Tachograph to

reach a better video shooting eflect.

Thrn on and offthe Tachograph

1. Tum on aod off it mully: Press md hold the

POWER button for one time, then the red Trrning On

hdicator will be lightened, and it will be started after the

somd '"[ick" sent out, then video can be shot. You cm
tum off it by pressing and holding the POWER button

agait
2. Tum it on or off while driving/travelling: Comect

with the vehicle power frst, then, while the vehicle is

being started, it will be tumed on automtically md
begin to shoot videos after time delaflng.

Note: Where the Tachogmph uses intemal power, in cae

of low power, videos will be saved md the Tachograph

will be hrmed off automtically after the information of
low power being indicated.

Reset ofthe Tachograph

In event of abnomlity occum mising from improper

opemtion to it, it cm be re-started md be restored to be

noml by pressing RESET button.

Basic operations ofthe Tachograph



Switch operation modes

There are trxo kinds of operation modes: VIDEO and
REPLAY modes. In preview mode, it can be switched to
REPLAY modes by touching the icon lIl on the lower
right on the color screen.

In MDEO mode, it may begin or stop to shoot videos by
pressing MDEO SHOOTING button.
Note: In SHOOTING mode, videos shooting and lock
protection will be executed by pressing LOCKING
shortcut directly.

In Replay mode, the video documents re ranked in time
order, which cm be viewed by pressing
LEFTWARDS/RIGHTWARDS butron, and the cmetrt
video can be played by pressing OK button.

Set Menu
In PRE\rIEW mode, SYSTEM SET menu page may be

entered by pressing the icon '8", thm the colurm
background of 'MENU SET" is blue. Touch the iterns
needed to be set. After setting, confirm the set by
touching the icon "t' or ptessing ..VIDEO

SHOOTING" button. lt my renrm to sub-menu by
touching tbe icon * \FJ " . you cm exit tbe menu by
pressmgtl$ )conagdn.

Video shooting mode: Dual- lens /front lens /back lem
Timesetting: Adjust the time by pressing

UPWARDS/DOWNWARDS button and press icon
'B "toexit.
Fomatting: Enter FORMAITING by pressing icon..F,,,
thm choose rlx

Prompt tone: Turn on/off
Language: English,lSimplified Chinese/Traditional

Chinese/Japmese/ KoreadRusian/Geman
Protection sensitivity for automatic video shooting:
LodGenemUHigh/Tm off automatic video protection
function.
( This function is used to set G-Sensor md staxt

sensitivity of automatic video shooting )
Frequency: 50HZ|60HZ.

Default set: choose .l/, ( Default factory parameter
setting will be restored by choosing this default set)

Video shooting

BeginiStop video shooting: Video shooting will begin
automtically when it starts or the TF is inserted. The
video shooting may be stopped duing video shooting
couse by pressing VIDEO SHOOTING button, md
may be re-began by pressing VIDEO SHOOTING
button again.

App)ication ofshortcuk during video shooting
Press the icon &X 6a 1trs lower left comer to tum off
&D /on voice recordingfunction.
Pze 27-2N ON/OII, btkza to imtch 6etwn Aoflt
md back lens display in fi.rll screen (which only will
take effect when the DUAL- LENS mode has been

chosen).

Locking button: Execute locking protection to the
current video by pressing the locking button mually in
emergency situation.



Save and stop shooting videos by pressing MDEO
SHOOTING button. In pre-view mode, touch the icon
{El" on the lowq right comer of the color screen to
enter REPLAY mode, md pressing the icon 'E*' to
exist REPLAY mode md begin to shoot videos again.

Video reading/access instruction and using
instruction for AP software

It does not support direct reading/access through USB, it
needs the equipment (such m cad reader) which
supports TF card to read,/access the videos shot by it.
When TF card is inserted into it for the fust time and

after the fomatting having been finished, the special

softwme tool will be generated in the memory crd
automatically, which must be used for the computer to
access/visit its video docments.

Note:
( 1 ) In order to make it convenient for using md

prevent abnormality occming to memory card which
will result in damage to softwae tool, it is suggested to

copy/mke a backup of the tool into your computer for
saving.
(2) The computer operation system must be these

which level is higher thm Windows
20O0,DGlVistaAV'indows Tand MAC OS x 10.3.6.

Using instructions for AP software
When you open TF disk on PC, you can't see any gger
uoeo document, but only a J PLAi ER .ott*-e, L

which is necessary to be used by the user to read/access

to video md related applications.

Read and Play Video Files

cti"t EI aoc*"nt will appear,

open CHOOSING menu (from the

occuned docments).

Disk: Read all the contents in the

designated TF card.
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File: Impod md play the designated docments which
have been saved into PC.

Route: knport AP into all the video docments which
are mder the designated PC folders.

Password: If TF cad is used md it has been encrypted,

then it only cm be read provided ihat the password has

been input.

After choosing the above mentioned routes, click
' Apply", then it will retm to AP to play.

The playing status can be controlled by clicking the

control ler icon re : Slow
Tming/Stop/Play (pause)/Quick Tming cm be
realized seprately by clicking the key from the left to
the right.



You cmrchoose dual lens for plalng videos by clicking
,n" r.rrE: uuar rms /front lens /Brck lens (rt
is only apply to dul lens video docments)
When the video is playing, the cment frame/image can
be saved as picture bf clickinS $f .

Filing of video documents

Two types of frling: one t)?e is to file md save the

entire video document, another R?e is to file and save a

certain section ofthe video chose by you.

Save the entire video docment: it is only necessary to
tick in the box

:Efrry which is in iontofthevideo md
' then click , m a result the

entire video docment will be saved in the designated

place.

Video section saving: lts video will not be processed as

sections for approximtely every 3 minutes, the

specified section cm be saved, so a to decrease ttre size

of the documents. The cusor will stop at the video
docment which needs to be saved, it is not unnecessary

to tick in the box lEffil tfr""
click for saving. Then the below dialog box will
appear. You just need to tick the section which needs to

be saved md then click'Filing", fmally the docment
filing/saving will be finished.

Delete documents:

Choose the video docummB Elthat you do not wmt to
save, a:rd click n , then the options

"Confirm./Cancel" will apper. Thm you cm delete the

video docment you chose by choosing'Confim".

Documents restoring:

During video shooting course, dmage jtr8004*+ff zcFl

may be occmed to the cm€nt docment which is being

shot rising from card problem or abrupt power failue
etc, at that time, the video docment can be restored by
using EE

GPS positioning and application
Tko conditions should be met in order to me this
application, i.e.: when video shooting is carried out, the

positioning have been cmied out successfully by GPS

and the cmnt PC computer cm be connected to
network. After the video having been positioned by GPS

successfully, a notice in respect of latitude, longitude
md moving speed will appear on the upper side ofAP:

t2
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then you cm open or close the map by clicking

In this mode, you cm switch between mp and 3D map

by choosing 'MAP/SAIELLITE" options on the upper

right comer. You cm shoot the real scene on the street

by dragging the icon to the mp (this function
needs the supports from GOOGLE, ple6e contact

GOOGLE for the details of specific area md comtry).
COOCLE Earth KML application:

GPS Positioning data cm be domloaded and saved as
*.KMldocummtbyclicking ll .

And then the entire

tmvelling routo can be

restored by using Google

Earth

soft wae(http://w. google.com/eartl/index.html).

Using oftool boxr

You cm mter into TOOL BOX by clicking p to

realize a series of pmctical fimctions such as SD cad
fomtting, softwae upload (upload the software into
SD crd), SD card speed testing, map selection and usa
password setting etc.

Password setting: In need of confidentiality protection,

the user can encrlpt a pffisword to TF crd. Then video
in TF crd only cm be opened /mfolded by using the

password.

Technical Specilications

l4

LCD Screen

Size

3.0" LCD touch screen (High

defmition)

Lens

Dual-camera/lens(High definition),

back lens hu infrred night shooting

function

Language

Options

English.rSimplified

Chinese/Traditional Chinese/Japmese/

Russian/Gman

Video Fomat AVI



TF Memory

Card Slot

Micro TF

Microphone /
Speaker

Internal located

Vehicle

Power DC
Innrrt

5V500MA

Battery Internal lithium polytrer battery

System

Requirements

Above/higher rhro Windows

2000DG/Vista/Window 7,I\rtAC OS x
10.3.6

Notei The desigrirg and spcciicrtion chenging

rightr ofthe pnoduc{ arc reservod. Pleose ulderstaad
that Any change wilt not be notified separately.

Accessories Table

1. Vehicle powa,2. Vehicle bracket,3.GPS module,

4.Insructions


