


The series DVR is desigrred specially for security and
surveillance freld which is an outstanding digital surveillance
product. It introduces embedded LINIIX operating system which is
more stable. It introduces standard H.264mp video compressed
format and G711A audio compressed format which insures the high
quality image and low error coding ratio..Strong network services
greatly enhance the network data transmission capacity and remote
control capabilities.

The First Part: Basic Operation
I Basic lnstallation
l.l Hard Disk lnstallation

For the first use, please install the hard disk.
E series DVR support'2 Sata hard disks, and A,C series DVR

support I Sata hard disk.
Note: DVR. gan lun and monitor mrrnally without hard disk,

while it can't record and playback.
1.2 Mouse Conniction i ,..: .: :: .: ,

E series DVRhas I USB atbaekpanel and I USB atftont
panel,the 2 USB could be rsed for mo.rserfhsh stick 3I&&WIFI
modulerrnorable EDD and USB DIR-RW:

A series has two USB at back panel for mouse and flask
sdck
2 Ttrrn on

Plug the power supply and turn on the power supply switch.
Power supply indicator light shining indicates turning on the video
recorder. After finishing the starhtp you will hear a beep, and the
default setting of video output is multiple-window ouqrut mode.

Note: Restart the power after the abnormal power off,
DVR wiII automatically recoyer the state before power off.
3 Turn off

There are two methods to turn offthe DVR which are soft switch
and hard switch. Entering [Main menu] and choosing [Logout] in
the [turn offthe system] option is called soft switch. Pressing the



power supply switch is called hard switch.
Note: The setting information must be saved before

replacing the battery otherwise information will lose.
4 Login

When the DVR boots up,user must login and the system
provides the corresponding functions with the user purview. There
are two user settings which are admin, and guest; and they have no
passwords. "Admin" is the super user purview; "Guest" is the
common user purview.

Password protection: If the password is continuous wrong
three times, the alarm will start. If the password is continuous
wrong five times, the account will be locked. (Through reboot or

after half an hour, the account wiII be unlocked automatically).
Picturel Login

For your system security, please modif your password
after lirst login.
5 Preview

Login normally and choose the multi-menu preview status.
The system date, time and channel rrame are shown in each

viewing window The surveillance video and the alarm status are
shown in each window.

Tablel Preview icon
6 Recording Conlig

Set the recording parameters in the surveillance channel. You
can enter [Main Menu]> [Record]> [Record Confrg] to set. The
system's default set is 24 hours continuous recording.

Note: There is at least one read-write hard disk if the D\lR
records

Picture2 Record Config
[Channell Choose the corresponding channel number to set the

channel. Choose the "all" option to set the entire channels.
(Redundancyl Choose the recording frle and backup in two hard

disks. The one is read-write disk, another is redundant disk.
(refer to 4.5.1 in reference CD)

(Length) Set the time tength of each video file. 60minutes is
delault length.

(Prerecordl Record l-30 seconds before the action. (file length is
decided by the code stream)

( Record Mode I Set video state: configuratior4 manual and stop.
Schedule: Record according to the set video type (regular,

detect and alarm)and time section.
Manual: Click the "all" button and make the corresponding

channel recording no matter it is in any state.
Stop: Click the "stop" button and make the according channel

4.5.1 HARD DISKManage)

1

tl::*lH Recording status 3 H Video loss

, 6 Motion detecl 4 H Camera lock



stop recording no matter it is in arry state.
(perioal Set the time section of common recording, The recording

will start only in the set range.
( Recording Type I Set recording type: regular, detection or alarm.

regular: Perform the regular recording in the set time section.
The video file type is "R'.

detect: Trigger the "motion detect", "camera mask" or "video
loss" signal. When above alarm is set as opening
recording, the "detection recording" state is on. The video
file type is "M".

alarm: Trigger the extemal alarm signal in the set time section.
When above alarm is set as opening recording, the
"detection recording" state is on. The video frle type is*4".

T.Snapshot Storage.(partial devices supported)
Setup snapshot parameters for different channels.At first time

it's set for 24hours snapshot continuously, pls go to Main
Menu->Record->Snapshot Storage for appropriate settings.

Note:If normal snapshot storage,pls setup Snap at
MainMenu->Advanced->HDD Manage->Snapshot(p1s refer to
chapter 4.5.1 HDD Manage)

Picture3 SnapshotStorage

4

8 Video Playback
There are two methods for you to play the video files in the

hard disk.
1. In the desktop shortcut menu.
2. Main Menu>Record>Playback.
Note: The hard disk that saves the video liles must be set as

read-write or read-only state. (refers to 4.5.1 HARD DISK
management)

Picture4 Video Playback

l.File option 2.File information 3. File searching
4.Fi1e Backup 5. Operation hint 6.Playback cort-l

( File option I Choose the file to playback/backup.
(File informationl Start time,end time and size.-

Note: The storage must be Iarge enough before the file backup.
I File searching I Search the frle according to the s6arching

parameter.
(file Backupl Backup files from HDD
(operation hintl Display the function of the cursor place.
( playback control I Refer to the following sheet for more

information.
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Table2 Playback control key
Note: tr'rame by frame playback is only performed in the
"pause" playback state.
Special functions:

Accurate playback:Input time (r/m/s) in the time column
and then click playback.

Local zoom:When the system is in single-window fuIl-screen
playback mode, you can drag your mouse in the screen to select a
section and then left click mouse to realize local zoom. You can
right click mouse to exit.
9 Network Setup

Picture5 Network Setup

6

Doing network setup through Main Menu>System>Network
(IP addressl Set the IP address. Default: 192.168.1.10.
I Subnet Maskl Set the subnet mask code.
Default: 25 5.25 5.25 5.O.
(Gatewayl Set the default gateway. Default: 192.168.1.1.

Make the equipment's IP address and the router in the same
network segment. For example, the router IP address is 192.168.1.1,
and the subnet mask is 255.255.255.0. According to the default
setup, generally the default gateway is the router IP address, so
enter IP address 192.168.1.10 in the IE browser to achieve visiting
LAN equipment such as operating image surveillance in the public
network remote access equipment for monitoring. Detail setup refer
to'Network sefup reference".
10 Alarm Setup

Picture 6 Motion Detection
Motion detection setup. Set DVR equipment making it alarm,

linkage record and make the PTZ tum to preset position when there
is a moving object itdesignated areas during Monday to Friday.

Stepl. Choose (Main MenuI > (AlarmI > (I\iotion Detictl
then enter the setup interface;

Step2. Choose one channel and adjust sensitivity level, then set
the time period of alarm surveillance. Set the monitor area(click the



"set" button, choose the areas you want, and the "default" means
choose all areas, then righclick to choose "up window".

Step3. When at alarm state, the DVR can take linkage
measures. Alarm output, recording, tour, PTZ activation,
snapshot,show message, sending email and buzzer.

Step4. Set other channels alarm parameter following step 2 and
step 3.
Note: video blocl video loss and alarm input's setup method
are similar with motion detection.
IOPTZ Control

Through the following steps doing easy PTZ operations.
Stepl. Set basic parameter such as channel and protocol.

(Main Menul > [Systeml > lptzConfrgl
Step2. At the state of menu preview, enter the PTZ operation

menu.
Step3.One is "rightclick" mouse, choose the "P'fZ control"

and doing the P'lZ general operation. The other method is
"rightclick" mouse, choose "High Speed PTZ". Control the left
button and move it to control the PTZ direction directly. Use the
mouse wheel to zoom inlout the controlled camera.

The Second Part: Remote Control
I Network Connection

Before web operation,you need to connect the equipment with
intemet.

Stepl.Connect the equiprnent with the intemet correctly.
Step2.Set LAN following to the ninth term Network Setup in

reference manuals first part.
Step3.when Lan is connected,it needs to set up port mapping f

or public network access.
Step4.DDNS Application.You can apply for DDNS in the http:

/ /www.3322.orgl and h@://www.oray.com/
Step5.DDNS Setup.Make sure to fill the right info in the Main

Menu->System->NetService->DDNS
Note:The device must be in the same network with PC,if ca

nnot connect pls check the device IP if it works fine.

2. Remote Monitoring
After connectrng the network, two kinds of methods can be

used for remote monitoring which are client software and common
browser.Client software(CMS) is professional software used in
multi-equipments monitoring, which is safe, convenient and stable.
It is the better one that we advise customers use it. And the browser
comes with system such as IE browser.
2.1 CHent software

CMS software is used in a computer, and manipulates several
DVR at the same time.

Stepl. Please take CD out of the accessory box, then copy
CMS installed software in it.

Step2.After installing this software at the local PC, then open
the operation system as in picture 6,Enter the add device interface
through [Systeml > (DeviceManagerl > (Addarea/devicel ,and enter DVR information which is needed manipulating
following the prompts, in that way, you can manipulrate any
specifred equipment. And the method is the same with web
manipulation's.

Step3. You can add several DVR more to do monitor operation
ifyou repeat this operation.

Picture 7 CMS Interface



2.2 lvEB
After the network connecting, using the browser comes with

computer login D\rR to do remote monitoring.
Stepl. install the plug. Open the disk, then get

activex_v l. 1.0.32.exe and install.
Step2. Connect the equipment. Open web browser, then enter

IP address on the address bar of the equipment. For example, the IP
address ofthe equipment is 10.6.0.114, and, then you should enter
http://10.6.0.1 14 on the address bar to connect.

Pop up as follows interface after connecting successfully.
Note: when frC kryiasee bdow pf,ctue

Picture 8 Web Login Interface
St€p3. I-ogin Enter user's name and passwond, the default

Adminish:atorUser ID is admin, andthepassword is admin. The user should
change the administrator's password timely after loginning in.(If choose
"Local Area Networkrrjtrs Main streamsrif "wide Arca Networkiljt's
Sub steams.)

You will see as follows interface after loginning in.

3. Basic Web Operation
Do web operation in picture 8 web operation interface
1) Screen Split

Choose image preview mode;
2) Playback

Enter playback mode, which supports multi-channel
playing back simultaneously.

3) Log
Display log information ;

4) Local Config
Alarm and System setting

5) Channel operation
Open the vidms. kft click and choose awindow in the left, and

choose the cor€sponding charmel in the rig[! then double click the
video. Open the second channel's video, choose the left window, then
select the corresponding channel in the rigfr! after therl double click

l

.- OrrlR n

Picture 9 WEB operation interface



the video. Operring other channels is the same way. If you have
chosen the window ofopened vidoo, then open other channels in the
right fie system will close all the channels and open new charrrel.
Customers can adjust image mode upon opened video channels.

Close tlre cbarurel. Rightclick mouse at the charmels which are
needed to close. C)r choose to close all the windows to close opened
video channels.

The Third part: Special Function
This series become more personalizetion design and
visualization operation press keyrlocal enlarge at any areas
in preview interfacert'ming start up and shutdownrFTp
upIoadr3G&WIFI and so on.Now let's introduce
EncoderMulrtl channels playback and mobile monitor setup.
1 Coding Config

DVR achieves the functions such as high quality playback and
remote monitoring by coding parameter confrg.

1.1 Encode setup for every channel
Note: OnIy part of DVR mode support resolution switch.

Step1. Local operation through lMain Menul > (systeml >
( Encode I ( remote setup click right mouse and choose "config" in
(Systeml > (Encodel)

Step2. Choose channel 1, set the resolution as Dl (25fps,
ls36Kb/s)

Step3. Choose channel 2, set the resolution as CIF (25fts, 5l2Kbls).
Click right mouse or choose 'Advmced" thar click "C-opy'' button.

Step4. Choose channel 3, click the right button or choose the
local "Advanced", then choose "Stick". Channel 4's operation is the
same with channel 3.

l.2Extra Stream Setup
Extra sftam isused forremote clierrtmonitorandmobile monitor area
Stepl. Enable extra stream
Step2. Set frame rate and bit rates,operation way is the same as

main stream.
2 Multi-channel Playback Simultaneously

DVR introduces the newest combination coding technique to
achieve videos of all channels play simultaneously.

4 channel DVR can support 4channels playback
simultaneously,8 channel DVR can support Schannels playback
simultaneously,channel number can be free chosen.

Step5. Click "save", then exit.
Note: standard parameter between resolution and I(b/s.

Picture l0 Encode setup



Picturel 1 Video Playback

Stepl. Set every channel's encode parameter by (Main
Menul > (Recordl > [Encodel .

Step2. Enter video playback interface, click Search button.
Step3. Choose File Type and AII and time period, then click
OK in Search Condition interface.
Step4. Choose the record file, then click Play or double click
the frle to playback in playback interface.

3 Multi-channel Real-time Monitor remotely
Introduce extra-stream techniques to achieve multi-channel

remote monitoring simultaneously in the condition of narrow
band(poor network speed)

Picturel2 CMS Interface
Step 1. Enable extra streams(MainMenu->System->Encode)
Step2. Open CMS, and then login.
step3.After add devicesrrtghfurick devlce name to select

"Connect all vldeo(![aln sfueam)"
4 Mobile Monitoring
ft lntroduces efia sttam techniques urhen moblle
monttoring;srqlport channels switch(eg; nfudorvs mohlle)

Step1. DVR confrg,go to MainMenu->System->Encode->
Extra Stream,enable it.

Step2. Setup mobile monitor, go to MainMenu->System->
NetService->Mobile Monitor,choose "Enable"

Note: Pls map the mobile monitor port in the router first,then
you can use mobile to visit it.

Step3. Intall the corresponding mobile monitoring software
through CD (Software->Mobile Monitor->MEYE->
MEYE_WM.cab)

Step4. After successfully installing the software,finding and
running "eg.windows mobile-moveeye" so{lware through
[startl->[procedure] in the mobile,see picture 14
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Picturel3 mobile client software Interfaoe
Step5.Mobile setup.Click "setting" button at the right corner,then go
to below picture 15.

Symbian 560 the 3rd operation system mobile monitoring
client software: MEYE_SB_S60_3rd. sisx

Symbian 560 the 5th operation system mobile monitoring
client soflware: MEYE_SB_S60_5th.sisx

Android mobile monitoring client
software :MEYE Android.cab

Blackberry-mobile monitoring client software:MEYE RIM.cod
Iphone mobile monitoring software: use mobile to search

"vMeye" in the appstore and install it online.
5 Flexible File Storage and Backup
DVR introduces several unique storage and backup techniques to
achieve multiple modes storage and backup.
Real-time storage

Redundant storage. DVR introduces RAD 1 storage techlique
to achieve two hard disks storing simultaneously and mutual
backup.

USB HDD and movable hard disk. DVR introduces the storage
technique, supporting video files which are real-time written in

technique. suplloning vrrieo ilie which are burnt reai-time to C'D.
rvurvru DruroSv. uvr\ DuPPvr

stonng to computer devrcestDisk a-'lD/Etr''t at the remote ciient.
Fiie downioad

=vr.--=..ji===. 
=::-'t:= l+= -.===.=l-=;; a=-a;=' I-+ f==

r Taaf n6rta. t^,";- --'-- ^f n\/D

Pqccrunrrl' noccrunrrl nf D\,rP

Derver: lr a(,t(Iress or oomaln nalne oI L, v t<

IYI:F-=':,Y *YF=- :::=;=;-==-r: iL= 
=j:=-==:-l =i:l== i!= ;r= :;-==. 

=:-r=
s.l:r=,j +r CD.

Network high-speed do.-vnload. D\,/R supports high-speed
.=: ==:,-=:- .-:;=-:

r-ruiu L uiiiicui:ii i_:i_:i_i::

auro aisola" ea-eias.
Note:DVR need to be connect to public net when mobile
l rtU rl r rr,r

siiiiiiai sGiup iiEiiv.E- -iiiEiEiii oF-i=aEion sji sfefii:



Appendix 2.Mouse oPeration

*Take risht hand as an exa

Oneration Function

Double left
click

Double click one item in the file list to
playback the video
Double click the PlaYback video to
zoom in or out the screen
Double click the channel to make it full
screen display in preview
double click again to resume the

multi-channel display

Left click Choose according option in the menu

Right click
Pop desktop shortcut menu in prevrew
state

Current shortcut menu in the menu

Wheel button

Add or subtract number value in the

number settins
Switch the items in the combo box
Pase uo or down in the list

Move mouse
Choose the widget or move the item in

the widset

Drag mouse
Set the motion detect area

Set the cover area

(6) (1) (5) (7) (4) (3) (2)

Serial number Name Function
Multichannels

hutton
Multi-channels preview

) Number button Password input/number
innrrf/ channel switch

3 (EscI Back to uo window
4 Direction button Direction and OK button
5 Plavback operate Pl avl'rack Basic ooeration
6 Record control Enter into record menu
7 Remote

controller
Input the number of DVR
to control it

l9



PRODUCT' }YA.ffiANTY GARI)

All the produerc;s4ild lrer i:bve.{,q*t}it2].6.trtottht f arranty
from the date of lnvoice.

Warianty iiistniotioas r

t. Please;rc6ntact us,,wh;ea thEr 1xo(fuetii caused by its own

fault wi*tirt, ly-em rtiarranty.'
2. Please mail us your 'written n aqalty card as soon as

pos$ible after, ptrchasing oqr. products:$or that we caa'repair or

replace this product to its original operation'condition for free. Or
the. company will not deal with it. ,:

3. Please write the.tinrtk infor-mation on the warranty card.

4. Paid for repairing as follows:
A: Equipment failure caused by human operation
B: Equipmept failure , paused by no! conforming to ihe using

environment
C:Nowarraatycard ., ., .,,. . ., ., .'
D: Warranty expired

Warrantycardinfpgnatioq . .r,,,, .
.1] l ::

Productmodel---.":----i.-- *Prqduc!,sg-ialnumber
Furchasing
IJser name ctiirtact tierson----:---:--:---
Telephone
Distributor
Telephone

Nrrt" ctperiori-..--------. ...

Note: Please keep the warrant5r card for the better serYice.

zo
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E[$[p This equinment has bosn tsstEd and found to compty with
the limlts for a Class A digltat devics.pursuant to part 1 5 of the
FCC Rules.These limits are designod to provlde reasonable pro.
6ction against harmful lnterference when the equipment is ope-
rated in a cOmmercial environmant.This equipment generates,
uses,and can tadiate radio froquency energy and if not installed a.' nd used in accordane with the instruction manual,may cause ha-
rmfuk interference to radio communications.Operaiion of this
equipment in a residential atea is likely io cause harmtul inter.
feronce ln which case theuser will be required to correct the inter-
ference at his own 6sDens€.

EE@EI any 
"hanges 

of modifications in construction of this device
which are not expressly approved by ihe pariy responsible for
compliance could void theuser,s authorityto operate th€
equipment w

To prevent fire or shock hazard,do not expose the unit to rain

or moisture.

The sumbol is intended to a.lert the user to the presence of
importanl operating and maintenance(servicing) instructions
in the literature accompanying the appliance.
The symbol is intended to alert the user to the presence of
uninsulated'langerous voltage"within the product's enclosure
that may be of sufficient .magnitude to constitite a risk of el-
ectric shock to persons.

A IIMEI A
/ t\ l*'r**r.*-l / I \

REF€R sEivrcrx6 roou^Lr.nco

CAUTION:

To prevent electric shocds and risk

of fire hazards do NOT use olher
than specified power source.



1. VIDEO OUTPUT CONNECTOR(BNC)
1.0vp-p75 compeile vbo signal 15 provided atthis connector'

2- POU'ER INPUT CONNECTOR(SCREW TERMINAL)

ffiJ
this terminal accopE DC 12vrAC 24v

Pow6r cource

Recommended Power SuPPY For

color camara:750{0'0mA DC

B/W camera:300o00mA 6C

Regulated Power Supplle3 arc recommondablo

r 3.Autoiris lens(LENs)DG/VIDEO Switch

r 4,AUTO|Rls LENS CoNNECTOR(AUTO lRls)

n-;2',
reo

DC1 2V

Auloiris Iens coble /

ll the cable is thick

or the plug cover

does not fit ProPerlY

cut this rib away

Lens plug(suPPlied)

E4-1 91 J-1 00

w



I 5.AUTO TRACKING WHITE BALANCE(ATW)
r 6,AUTO GAtN CONTROL(AGC) Ol{/OFF SWTTCH
.7.EE/AI SwlTCH

Thls swllch ls usad to selecl EE (electronic exposurs of ELC elsc-
tronlc llght control) mode drAL (6utomaflc lens ofALC.automatic
llght controllmode.
ln the EE mode.a contlnuously variablo electronic ahufter is om-
ployed to automatically control the oxposuro flm. ofthe CCD ima-
ge sGnsor accordlng to the lncoming [ght level.Wth this mods s-
elected,a flxed or manual lrls lon3 can be used inetead of an aut-I olrls lens ln the Al mode. Tho CCD shutter speed i3 flxod to .l/60
(50)sec.and the lncomlng tighi lovel is controll6d by ths autoiris lo.
n3. .

To use a video.drive type ofihs DC.drlve type of autoiris lans.set
this switch to the Al position.-

I 6.BAcK LIGHT coMPENSATIoN(BLc) oN/oFF sw|TcH
Back light compen3ation(BLC) ONTOFF switch

, lf the subiect you wish to view iB too dim because of a brlght
background.set ths BLC awitch to ON tp compensate forths brlght
background.
With BLC on,tho background brightnes3 may saturate in some ca-
ses. This functlon may not oporato b.operly ifths object os too sm-
all compared to th6 area ofth6 background. This function can be
used with either the llnsar shuiter(EE mode)or an autoiris lens
(All lens mode).

! g.PoWER INDICATORLED

ThisLEDTums ON onlywhen poweris supplied popsrly and the

DC-DC convertsr (or the regulator) inside the camem works well'

l't o,c-tvtout,tr ADAPTER RlNG

The.C-mount adapter ring is used if a C'mount lens is used on the

camera. lf i CS-mount lens is used. The adapter is not nscgssary'

To install the adapter, titst screw it into ths lens mount opsning on

the camera. Then scrow the C'mount lens into the adapter'

il
--- CAMEM

CMOUNT AOAPTERRING

T ll.CCD.DUSTRPOTE CTVE CAP

Remove this cap iust before installing the lens.

Do not handle of lrave the camera with this cap open

'1.If no oscilloscope is available .Aless accurate adiustment can be

made by obseruing the monitor and adiusting the V-phase polsRtiometer

until no roll occurs on the monitorwhen switching

back and forth between cameras Aand B.



SPECIFICATIONS

SPECIFICATIONS
-, SYV-75:
l.0Vp-p 7s

-. AWR6:

VIDEO OUT
composite video signal is provided at this connector

Remarks:Remarks:30 meter,25metei,20 meter,l5 meter,l0 meter,
hemispheres series machines have no this electric cabl"."l;;i;;o Ithe line and power cables match topress the litre. l

I. POWER

NO. COLOR RUCTION t/o NOTE
I RED POWER(+) INPUT trc+l2v
1 BREAK POWER (-.cND) INPUT DC.12V

Il:1?I- l::,":-": "uromarically,an 
etectricity moves to focuse( l00M),

:y.T::r"::::: .odel usage pwer supply, can choose rhe DC I iv,AC24V,AC220_v,don'texpla-inspeciaf iti"iif o.lCzZovin".*i"il'a""f
all uses the DC l2V power supily power supply
l ne-power supply power pleases read the technique parameter form2. Lensprotectivecap

Two functions or more can not be used at the same time.
80 metet40 meter models control tte frnction coijies-.ty ebou" fo, 

"noperating instructions for automati.uf f v fo.uring,"ili,;itr,.f ,r .ri"riii;focusing,80 meter,40 meter series m"al,;Io ..i.ip!."t*,ilo^"r"r, 
,I 5 m€rer,I 0meter,hemispberes serles moaets neeJ 

"ia 
*iii.l_r,.

une oI vrdeo, power cable direct conjunctiongood then.

in

Model zXAUToF0CUS(100u) i6x22x[,tovE F0cljs(100il) r6x22xtr0[,E F0CUS{60M)

Signal system
PAUTITSC

lmage sensor 114', . CCo |3', ccD

Horizontal resolution 4S0TVLines

Lens F=3.9-85.8 F=3.9-70

Min.lllumination
0Luc(tR0N)

S/N ratio
Morethan52d8

0istance(Meter) 8tr
1 00' 60.80

View angle 8f 60" 80"

IRLED
154unil850nm 84unit850nm

Average life
20000hrs,wananty life:6000hrs

Water resistance
lP65

Video output
1.0Vp.p,750

Focus mode push auto/manual pushlnanual

0SD display luntoillloliontoon lll0,lJ$ER liUe

operation tempsratur€
{0c-50c -10c-50c

Supplied power
AC220Vt20% 0Cl2V5%t100mA

t3vtt2v

iI



DSP lnfared CCD Colour Camera

IMAGE DEVICE 1/3" Exview HAD lnterline CCD

TVSYSTEM PAL NTSC

PICTURE ELEMENTS 752(H)x582(w) 768(H)X492(W)

SCANNING FREQUENCY
Horizontal:1 3625KHZ

Vertical:50H2

Horizontal:1 5,736KH2

Vertical:6dHz

HORIZOI'IT& RESOUMO,I 480 TV LINES 480 TV LINES

MINMUMII.IUMIMTION 0.01Lux/Fl .2 0.01Lux/F1.2

PICTURE ELEMENTS 500(H)x582(w) 510(H)x4e2(w)

VIDEO OUTPUT 1 .0Vp-p VBST5OBNC 1 .0Vp-pVBS750BNC

AGC ON/OFF ON/OFF

S/NRATIO more than 48db than 48db

BLC ON/OFF F

AUTOMATIC
ELECTRONIC SHUTTER

EE/AI EE/AI

AUTO IRIS CONTROL VIDEO/DC VIDEO/DC

.Specifcations ate subiect to change without notice

2.SIMPLEST ONE MONITOR SYSYTEM WITH ONE CAMERA

r



DSP lnfared CCD Colour Camera

IMAGE DEVICE 1/3'Exview HAD lnterline CCD

TVSYSTEM PAL NTSC

PICTURE ELEMENTS 500(H)x582(W) 510(H)x492(W)

SCANNING FREQUENCY
Horizontal:1 5.625KH2

Vertical:50H2

Horizontal:1 5.736KH2

Vertical:60H2

HORIZONTAL, RESOLUTION
42O TV LINES 420 TV LINES

MINMUMILLUMIMTION o.05Lux/F1.2 0.05Lux/F1.2

VIDEO OUTPUT 'I .0Vp-pVBS750BN( 1 .0Vp-pVBST5OBNC

AGC ON/OFF ONiOFF

S/N RATIO more than 48db more than 48db '

BLC ON/OFF ON/OFF

AUTOMATIC
ELECTRONIC SHUfiER

EE/AI EE/AI

AUTO IRIS CONTROL VIDEO/DC VIDEO/DC

COLOR HIGH RESOLUTION CAMERA

IMAGE DEVICE 1/3" CCD

TVSYSTEM PAL NTSC

PICTURE ELEMENTS 752(H)x582(w) 768(H)X4s2(w)

SCANNING FREQUENCY Horizontal:1 5.625KH2

Vertical:50H2

Horizontal:1 5.736KH2

Vertical:60H2

HORIZONIAL RESOTUTION 480 TV Lines 480 TV Lines

MINMUMILLUMIMTION 0.8Lux/F1.2 O .SLuxlF 1 .2

VIDEO OUTPUT 1 .0Vp-p VBSTSctBNC 1 .0Vp-p VBSTScTBNC

AGC ON/OFF ON/OFF

S/NRATIO more than 48db more than 48db

BLC ON/OFF ON/ OFF

AUTOMATIC
ELECTRONIC SHUTTER EE/AI EE/AI

AUTO IRIS CONTROL VIDEO/DC VIDEO/DC

'Specifcations ate subject to change without notice
*Specifcations ate subject to change without notice
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COLOR NORMAL RESOLUTION CAMERA
B/W HIGH RESOLUTION CAMERA

IMAGE DEVICE 1/3" CCD

TVSYSTEM cctR EIA

PICTURE ELEMENTS 7s2(H)X582(V) 768(H)X4e4(v)

SCANNING SYSIEM 2:1 lnterlace 2:1 lnterlace

SCANNING FREOUENCY
Horizontal:1 5.625KH2

Vertical:50H2

Horizontal:1 5.736KH2

Ve(ical:60H2

TIORIZOT{TAI- RESOLUIION 600TV Lines 600TV Lines

UINMUMII.IUMIi.IANON F1.2/0.051ux F1.2/0.051ux

/IDEO OUTPUT 0Vp-pVBS75r)BNC I .0Vp-pVBSTsoBNC

YNMTIO more than 48db more than 48db

BLC ON/ OFF ON/ OFF

AUTOMATIC

ELECTRONIC SHUTTER
:E/AI EE/AI

AUTO IRIS CONTROL VIDEO/DC VIDEO/DC

tSpecifcations ate subject to change without notice.

Pickup Device: 1t4" ccD

Picture Elements: PAL:512(H)X582(V) NTSC:512(H)x492(V)

Sensing Area: 3.6mm X 2.7mm

System of Signal: PAL/NTSC

HorizontalResol ution: 420 TV Lines

Lens Mount: C/CS Mount(C Mount adoPtor oPtion

Electronic Shutter Control: oN/OFF Switchable

Backlight Compensation : ON/OFF Switchable

Electronic Shutter: (1 /60)-1 /1 00,0001sec)

Auto lris Lens: VIDEO/DC

White Balance Auto tracking white balance

S/ N: More than 48db

Minmum lllumination: F 1 .211 .OLux

Video Output, BNC 1.0vp-p 75 o

SCANNING FREQUENCY
PAL,Horizontal:15.7343KH2 Vertical:50H2

NTSC,Horizontal:15.625KH2 Verticat:OOHZ

x


