USER MANUAL
**Feature**

- 3.5" TFT-LCD with 480*240 resolutions
- 380 TVL of horizontal definition
- Night vision (Effective range: 8m)
- Built-in microphone in camera
- 4 channels optional to avoid possible interference
- Switch the receivers channels by remote control
- up to 100m (330ft.) transmission range in open space

**Operation**

- Power on the machine unit with the adapter
- Put the Camera on the correct position (Note: metal shield will loss the signal)
- Channel selection: press the channel selection key, and the LED display will show the number from 1 to 4, also can adjust the frequency channel by remote control, and the camera frequency channel selection key is behind
- Cycle frequency: press the channel key for 3 seconds, the LED will display the number from 1 to 4 in turn and every number will keep 5 seconds, also can adjust the frequency channel by remote control
- Adjust voice and video brightness on the receiver back knob

**Structure**

- Lens
- LED
- Channel Button
- Digital Display Window

**Packing List**

<table>
<thead>
<tr>
<th>Number</th>
<th>Name</th>
<th>Quantity</th>
<th>Unit</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Receiver</td>
<td>1</td>
<td>Piece</td>
</tr>
<tr>
<td>2</td>
<td>Camera</td>
<td>1</td>
<td>Piece</td>
</tr>
<tr>
<td>3</td>
<td>Adapter</td>
<td>2</td>
<td>Piece</td>
</tr>
<tr>
<td>4</td>
<td>Remote</td>
<td>1</td>
<td>Piece</td>
</tr>
<tr>
<td>5</td>
<td>Manual</td>
<td>1</td>
<td>Piece</td>
</tr>
</tbody>
</table>