How to upgrade CY-DV

Upgrade steps：
1- Uninstall 02 upgrade tool first

Restart your computer
Install 03 upgrade tool
2-Put the burning firmware [image: image1.png]


into the folder of the burning tool if it is your first time to do it，replace the older version as illustrated below:--
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3- Check first the equipment if a TF card is pre-installed with the lens corresponding to the firmware. Upon confirmation,  hold down the key next to the power key, namely, the second key,  put in the USB cable and the following figure turns on，using the mouse to click[image: image3.png]it
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4Open the upgrading tool folder, and double click[image: image5.png]strnziy
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，the following will appear
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Click again [image: image7.png]Update



 , the following figure will stands on: 
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When the options turn on, please note: for all numbers in the master control on PCB beginning with 1, e.g. 1262, choose the top file[image: image11.png]


; for beginning with 2, choose the following file:[image: image12.png]2270_16Bit_16M_DRAMSetting





Then click[image: image13.png]


 to wait for the burning to complete.
4In case that the product or firmware is not replaced, just connect USB cable and click[image: image14.png]Update



to conduct burning.
5- When DV products are burned, the camera has to be installed while insert the TF card into the left sdie（A7）TF card slot.
File replacement confirmation








This folder contains the file" CRESFW" already
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