
r Specification
tR c6,Ii,t.:
,.Ci,m,6ii

I

: ::r:PhL{td Ehmrt

i ElhcileFhtri.::r.
i Et!m!.{t_i .:1.:: .

i t.t!qlr?.'tt{rF$9!'idnl

:'' 'grnira:r'.'.

: ,1ltr,9f*Y{iH{-:
) ,'...::4lr8ij,s!v,i'm ..
, "rii1{(irirn,*"+tqr,.

, :q llr.t**lu .
l ,*'iil;iliNl']u*;
| :::a4."=

: r rrifl$$,

: , .t\.\!gt:_ .,:::

: 
=.,..,,:..:&9lrriit 

aa

: l:''; taj:*+,n
: Ardoc#conirci

',,,,,,idN.t$,[&7,,,,',,

SONY 
'Bf' 

CCD,

N?6c:1@8{H} x 5!6(Vl, PAL10a4{Hf596(v)

mW Unes

More thafi il8dB

NTSq 19.0699, PALi18.9375

2'1 rddm€

0 L6 (dh lR LED ON)

l&rEl, Hega{rt.sf@.

NTSC:1608-1/100. ooG,PAL:1150e-1/100,000s

0.45

3040ir*6

Undil10LmbyCDS

COS Auto Conkol

. 'lvpp,75 O

,2vDctltoliy.md

h

tP66

I 10($4 )d8(H) x1 5(DInm

700

3r+mt RffiSMax

,1&+mtRffi%M*
.,,

a

. F*ertr+rtgLis* t, Franchisert

I CONNECTING

Notes: Before providing power for the
camera, please read this UserGuide in
detail!

Do not attempt to disassemble the camera.
lf the camera can not work, please contact
local fTanchiser or our company.

: li : W@E P@lDay&NigE lR cffiE

.!.tL,:ata,:.,4,..,..
Zl;lZllliiiffiiae .:".,'

Nffidi

1

,

I BRIEF OF PRODUCT

* Sansor (CCD)

Adopt 1/3" SONY Efiio-E CCD sensor.

* Auto Gain Control (AGC)
Built-in auto gain mntrol (AGC) cimit. The colorcamera
can get high definition picture in low Lux condition.

* Auto Electronic Shutter (AES)
Builtin auto eleclronic shufter function. The color
camera's AES speed €n reach 1/100,000s.

* Gamma Characteristic
CameE Gamma characteristic is 0.45.

* Scanning Mode
NTSC orPAL mode.

* Night-time Vision
0 Lux with lR LED ON. Adopt Taiwan high quality lR
LED, having very good night-vision effect.
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I TROUBLE AND SOLUTION

l. No PicluE aftor providing porer
. lvlay be the porer supply voltage abnomity, please check the porer

supply voltage and pole whether exactitude.
. Please check all the connecting €ble and monitoE sfiether be @nnected
@recily or not.

2. The picture lcwl direction have flowing interference ripples
. May be €used by the porer supply AC ripples, it need filterthe Eve of the
porer supply.

. Check the monitor and peripheral equipments used.

3. The pictuE backgroqnd color changes continuously
. The fluorescent lamp's electrcmagnetic field @use @lor rcll. This is proper

phenomenon of the cameras.
. Reduce the fluore$ent lamp numbers or increase the distance betreen the
emeru and the fluorescenl lamps en improve it.

. Use porer supply extemalsync. €meE can solve it.

4. The picture smearloo mass
. The powr supply's voltage unstable.
. Connecting cables not connecl correclly or have high impedance.

Congratulations on your purchase of this product.
This Usercuide suits lR camem series product. We adopt
the latest SONY technical of sensor and driver. The most
attraclive characteristics are water-resistant, and widely
applicable to day & night, indoor & outdoor. ln addition, it
owns the characters of high definition and stability, strong
anti-jamming, rich and realcolor. Fixing and using this
model are convenient too. lt is very good for you to apply
to yours CCTV system-

Please read this instruclion manual carefully to en-
sure proper use of the product.

To prevent fire or shock haarded. Do not expose the unit

into mterloo long tire directly.

The symbol is intended to alert the userto the presen@ of
important operating and mainlenan€ (seryicing)

lnstrudions in the liteEture empanying the appliance.

The symbol is inlended to alert the userto the pEsen@ of
uninsulated'dangeous vollage' within lhe produc{ s

enclosure lhat my be of sufiicient Magnitude to @nstitute

a risk of electric shock to pe6ons.

CAUTION:
To prewnt eldric rhcl3 end .El otfiE hazad3,
do NOT u*dhrthan sFifid rye.@@.

A
a Pl€ase note the €mera's opeding tempeEture and ib using

enuronrent requirement, Avoid using the camera attoo hagh or
loo low temperatures. The operating temperature is -10t-50t.
(Recomrendatory operating tempeEtore is -5tlot )

a Never make the cameE fae the sun or brigm objed. OheF
wise, itdll damagetheCCD.

a Do not mountlh€ camera near bythe radiator or heder
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CAUTION: TO REDUCE THE RISK OF ELECTRIC

DO NOT REMOVE COVER OR BANCK NO USER
SERVrcABLE PARTS INSIDE. REFER SERVICING

A ro*"

aThe power supply mustth.ough safe destation. lls ofrpdvolbge,
curenl volbge poladty and opereting temperature must rotch the

€mera's requirement.

awhen usang the camera in thethunderbolt condition. please noteto
mountAfrLthunderdevi@ or put offthe power supply phg and cable.

aln orderto capture high quality pictures, the pmersupply's cable and
video output cable should not betoo long.


