This unit can only play the following disc only:

<table>
<thead>
<tr>
<th>Type of disc</th>
<th>Sound and Moving</th>
<th>Picture</th>
<th>Sound and Moving</th>
<th>Picture</th>
<th>Sound and Moving</th>
<th>Picture</th>
<th>Sound and Moving</th>
</tr>
</thead>
<tbody>
<tr>
<td>CD</td>
<td>Sound only</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CD</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CD</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W4</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W4</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W4</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W3</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W3</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W3</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W2</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W2</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W2</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W1</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W1</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>W1</td>
<td>12cm</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

STANDARD CONNECT

WIRING DIAGRAM

PRECAUTIONS
Panel Illustration
Radio Operation

[Instructions for using the radio to select channels and listen to music]

1. Press the radio function key to enter the radio mode.
2. Use the directional buttons to select the desired station.
3. Press and hold the function key to save the selected station.
4. Use the radio to listen to music or news.

Formatting options:
- Press the menu button to access the menu.
- Use the directional buttons to navigate through the options.
- Press the select button to confirm your choice.

Additional features:
- Bluetooth compatibility for seamless integration with other devices.
- Voice recognition for hands-free operation.
- customizable settings for personalized experience.

Technical specifications:
- Frequency range: 88.0 - 108.0 MHz
- Power output: 25W
- Battery life: 20 hours
- Water resistance: IPX7

For more information, visit our website: [www.radiotechnology.com]
### Specfication

- **FM Tuner Section**
  - Frequency Range: 88-108 MHz (Europe/China), 87.5-108 MHz (US)
  - IF Range: 6-10 MHz
  - IF Stabilizer: 6 dBp
  - Signal-to-noise Ratio: 60 dB
  - Frequency Response: 30 Hz to 20 kHz
  - Maximum Output Level: 1.6/4 dBm (100 Ohms)

- **AM Tuner Section**
  - Frequency Range: 530-1620 kHz
  - IF Range: 530 kHz
  - IF Stabilizer: 2 dBp
  - Signal-to-noise Ratio: 58 dB
  - Frequency Response: 20 Hz to 20 kHz
  - Maximum Output Level: 1.2/4 dBm (100 Ohms)

- **Video Section**
  - Video Signal: 0.7 Vp-p, 75 Ohms
  - Colorburst: 0.3 Vp-p
  - Video System: PAL/NTSC

- **Audio Section**
  - 20 to 20,000 Hz
  - 500 mV

- **DVR Deck Section**
  - Video Input: 1.0 Vp-p, 75 Ohms
  - Audio Input: 200 mV, 10 kOhms
  - Video Output: 0.7 Vp-p, 75 Ohms
  - Audio Output: 200 mV, 10 kOhms
  - Power Requirement: 12VDC

### Installation

1. Disconnect the power supply from the unit.
2. Remove the front panel to access the power terminals.
3. Install the mounting bracket to the unit.
4. Secure the unit to the mounting bracket using the provided screws.
5. Reconnect the power supply to the unit.

### Replacement the Front Panel

- Turn off the power supply to the unit.
- Remove the screws securing the front panel to the unit.
- Slide off the front panel.

### Replacing the Front Panel

- Place the replacement front panel onto the unit.
- Secure the front panel with the provided screws.
- Reconnect the power supply to the unit.