10.4 Inch AV/TV/PC set

LCD Color Receiver

Operation Instruction
<table>
<thead>
<tr>
<th>Feature</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Consumption</td>
<td>Bright color, clear picture, less energy</td>
</tr>
<tr>
<td>Brightness</td>
<td>1500TVL</td>
</tr>
<tr>
<td>Audio</td>
<td>Output</td>
</tr>
<tr>
<td>Band</td>
<td>VHF, UHF (including cable TV wave)</td>
</tr>
<tr>
<td>Receiving Range</td>
<td>1500</td>
</tr>
<tr>
<td>View of Temperature</td>
<td>-40°C - +60°C</td>
</tr>
<tr>
<td>Application</td>
<td>Home, Office, Vehicle, Commerce, Entertainment, Home Control</td>
</tr>
<tr>
<td>Resolution</td>
<td>480 x 640, 800 x 600, 1024 x 768</td>
</tr>
<tr>
<td>Display Size</td>
<td>10.4 inch</td>
</tr>
<tr>
<td>Type</td>
<td>HF-104AV/TV, HF-104AV/TV/PC</td>
</tr>
<tr>
<td>Product</td>
<td>10.4 inch</td>
</tr>
</tbody>
</table>

**Features of Product**

We are very grateful to your choice of our products. To make full use of the product and to avoid malfunction, please make sure to read over the "Instruction" and comply with the items from it.
Out of shape.
Keep the product away from the plastic material. If not, the product may be caused of damage.
Do not expose the product to direct sunlight or intense light sources.

Maintenance for the product

Precaution before installation

The connection Jack on machine cover

The function of bottom on machine cover

1. LED
2. POWER SWITCH
3. VOLUME (+/-)
4. MENU
5. TV CHANNEL SELECTION
6. AV/TV SWITCH
7. REMOTE REceiving window

Location of installation: The process below one to six to install the product

Precaution before operation

Immediate in the car will increase considerably. If should be cooled down

Headphones, switch may cause you electric shock in the event of an accident. The small components should be placed where is not direct the image or other objects. The machine body while powered

The optional unit may be completed with before installing and operating the product safely.

To ensure safety and avoid the accident, please read the item below.

Precaution before operation
Remote controller instruction

1. Press the lock and pull out battery box
2. Insert the new battery into the box with positive electrode facing above
3. Install the box at the initial place

Installation of battery

1. If may cause short circuit
2. Do not hold the battery with metal pieces.
3. Insert the battery with the right direction.
4. Wipe the battery with dry cloth to keep good connection.

Precaution for Lithium battery

- Battery should be replaced with a new one.
- Battery should be replaced with a new one.
- Lithium working range of the remote controller will shrink. The CR2025 Lithium battery life of the battery will be nearly one year. It also depends on using condition. When the battery's power becomes weak, and the power switch. The average life of the battery will be nearly one year. It also depends on using condition.

Picture - SYSTEM, MODEL SHIFT
U/D - Picture Rotation (U/D)
L/R - Picture Rotation (L/R)
AUTO - Automatic search
MODE - Vision Mode Shift
AUDIO - Mode Shift
Audio - AV/TV/PC
Video - AV/TV/PC
Language - Shift

Return to last operation
Sleep - Time Set
Call - Channel Display
CH (+/–) - Channel
VOL (+/–) - Volume
MUTE - Mute
Power Switch - The average life of the battery will be nearly one year. It also depends on using condition.

Illustration of the remote controller
Connection method with PC (three in one)

1. Connect both computer and TV
2. Connect power with DC jack on the side of LCD or USB line DC jack
3. Align the external video line into the yellow video jack, the two audio
4. The cable TV program can be watched after it finish search

Operation for receiving cable TV program.

1. Connect the power with product and power up
2. Connect the two of the line with respective antenna jack
3. Press AV/TV button to select TV
4. Press AV/TV button to select channel automatically
5. Press AUTO, it will search channel automatically
6. TV program will be watched after it finish search

Operation for receiving telescopic antenna signal

Press POWER button
2. Press AV/TV/PC button and select program
3. Press MENU button and select item which need to be adjusted like brightness contrast ratio, selected sub-menu by pressing CH++, CH--
4. Press CH+/CH- to select item
5. Press VOL+/VOL- to adjust volume
6. Press VOL+/VOL- to adjust volume
7. Select and adjustment of function
<table>
<thead>
<tr>
<th>Sequence</th>
<th>Name</th>
<th>Quantity</th>
<th>Remark</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>VGA interface</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Instruction Manual</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Display Monitor</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Line/Output</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Remote Controller</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>LCD</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>7</td>
<td>Power Supply</td>
<td>1</td>
<td></td>
</tr>
</tbody>
</table>

### Package List

- **Signal**: Output from the color system with 160 and 600 lines
- **HD**: High definition
- **Automatic**: Automatic adjustment
- **Manual**: Manual adjustment
- **Unstable**: Unstable signal
- **Wrong**: Wrong signal
- **No image**: No output
- **Sound**: Sound output
- **Picture**: Picture output
- **No Power**: No power output
- **AC**: AC adapter
- **DC**: DC adapter

### Possible Causes

- **Power Supply**: Power supply failure
- **Remote Control**: Remote control failure
- **Display**: Display failure
- **Memory**: Memory failure

### Precaution

1. **Do not** press the screen or any other part of the unit. This may cause the screen or other parts to break.
2. **Do not** place the monitor in direct sunlight or other high-temperature areas. If the screen becomes hot, it may warp and cause temporary or permanent damage.
3. **Unplug** the power cord from the wall outlet when not in use.
4. **Do not** spray water or any other liquid on the screen or other parts. This may cause short-circuits or other problems.

### Remote Control

1. **Do not** put the remote controller on the panel. Steer away from the high temperature area.
2. **Do not** place the remote controller in direct sunlight or other high-temperature areas. If the screen becomes hot, it may warp and cause temporary or permanent damage.
3. **Do not** use the remote controller if it is wet or any other liquid has entered it.
4. **Check** the batteries in the remote controller. If they are low, they may not work properly.