-,
i

The handset is double SIM mode, the default slot is SIM-A at first use, and after it
is subject to the menu options- i

anonws,\ is inserted into 3 card bag and it must be carefully taken out before
installing it. !

‘Put battery 10 the back of handset, first push the protrude piece on the bottom of
attery into the relevant slot, then cove the back cover of handset. Please make SUre the
Pattery is installed well pefore using:

3.1.6 Charge of Battery

Con ect the power supply with the charget. ;

Insert the interface of the charger into the handset right m—.no. |

Here a charging symbol is circulatory twinkling on the right-up of the screen icon

zone; if the handset has been turned off when charging, En m:.oES of charging

indication will still appear o the screen, indicating the phone is being charged. 1f ,Ea

handset is still overused when a shortage of electricity is for it, it may {ake some time
display the charge jcon on the screen after the charge: . :

0 m.wrw nsﬁmoﬁw been completed if the indication symbol of a_Amoﬁo capacity on the

screen icon Zone shows full and not (winkling. If the charge is gong when the phone 15

turned off, the completed picture of charge will be shown on the screen. Charging

process normally takes several hours. During the charge, the Pattery, charger and

‘handset will become hot, as is normal. ;

After the recharge is completed, disconnect the AC power supply with the charger and

the handset-

* Note: 2

v The charging condition must be in an ambient temperature of +5°C to +40°C
with ventilation, and the chargers provided by the manufacturers Ec,# be
used. ‘Unauthorized use of the charger may be dangerous and it will also
violate the warranty provisions of manufacturers- ¢

v When the handset automatic shuts down or nelectricity shortage"” 18 warned
due to electricity shortage, the battery should be a:ﬁ—x charged. mm the battery
is not used UP pefore it is rechargeable, the handset will autor ,gw:% reduce
charging time- ;

v The standby and call time of handsets Ecsann by the Bn::»,womﬁnnm are
based on the jdeal working environment. In practical use, the working hours
of the battery will vary with the different networks, working environments
and use pattermns. .

v/ Please be sure that the battery is installed correctly when. charging, and do not
take the battery out of it when charging. :

v After charging, please disconnect the charger with the mobile phone and the

ower Supply- Wty

v mm you ummawa disconnect the charger with the mobile phone and, the power
supply, the battery power exhausts to some oﬁmma for a rather long time
(about 5-8 hours), and the mobile phone .cmmﬁ.m to be recharged. ‘We
recommend you not do this, because this will bring some effects on the
performance and life of your battery.

3.2 Connect with Network

3.2.1 SIM card

You must first insert an effective SIM card before using your ‘handset. Your SIM
card is the key for you enter into'the digital GSM network.

All the relevant information with the establishment of network linking and your
initialization of call records are tecorded in the planar metal region of the SIM card,
together with ther names, telephone numbers and SMS stored and received in
Phonebook:of your SIM card. SIM card can be taken out of your handset, and used by
any arbitrary GSM phone (a new handset automatically reads SIM card)-

To prevent the information in the card from losing and being damaged, it should
avoid touching the ‘metal planar region, and keep the STM card away from the electric
and magnetic places. Once the SIM card is damaged, you will not be able ‘to enter the
GSM network. i

* Warning: The handset must be switched off before SIM card is removed. Itis
absolutely forbidden to insert or remove the SIM card when the external power supply
is connected, otherwise the SIM card may be damaged. i

3.2.3 Power on/oft

the phone. % g
If you first open the phone, there ismo SIM card inserted, the phone will reminder
you to insert a SIM card. After inserting SIM card, the phone will'automatically test
Whether the SIM card is available. Here, insert SIM card means insert main card in
card slot, if you insert a vice card, the ‘mobile will not test if the SIM card is available.
Then the reminders will appear on the screen under the following orders:
Enter PIN1-if you set the password for SIM card . !
Enter handset vnwuia_.a.n_w you set the password for unlocking the phone. !
Search network—the mobile will search network, until find a suitable one.

3.2.4 SIM card unlock

If you want to on/off mobile phone, please long press the on/off key on the top of

To prevent your SIM card from being illegally used , SIM card use PINI
(Personal Tdentification Number) code encryption 'to protect. ‘When ‘choosing the
function, every time you open yout phone, you must input PINI code, and you can
unlock SIM card and use the phone. You also canremove SIM protection ( see ‘safety
setting’), in this case, SIM card can prevent illegal used.

Press hang up key to power on your phone.

Input PIN1 code, press tight soft key to clear error, press confirm to finish. For
example , if PIN 1 code is set as 1234, then input as below: 3

i 1234

1f PIN code is input continuously incorrectly to three times, the SIM card will be
1locked, when, you need PUK1 code to unlock SIM card. If you don’t know PUK 1 code,
please contact your network supplier: g {

3.2.5 Phone ==—=ar,

Tn order to prevent illegal usage, you can ‘set ummmied in your mobile phone.

Once this function is chose, each time you power ‘on your phone; you must input phone

vwmw,zca. and you can unlock the phone only by this way: and then send or answer the
a




